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-  Degreasing
-  Deburring
-  Descaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all processes can be performed
without risk of component contamination or
damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

Drying process temperature is automatically 
controlled by our revolutionary PID system which 
uses 30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW  

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6

12

18

18

24

DimensionsCapacity dm3     

10  

38

60

150

270

380

-  Degreasing
-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM
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-  Degreasing
-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM
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CENTRIFUGAL DRYING AND
DEGREASING MACHINES

TUB VIBRATORY MACHINES

These machines are
used for components
that have internal
lodgement areas that
prevent the
components from
being maize dried.
The “Y” version
machine is for
removing and draining
oil from components.

These are generally
used for the larger
component, or when
it is essential that
components are to
be finished
separately by the use
of dividers, to
minimise damage.

WASTE WATER TREATMENT MACHINES  TREATMENT MACHINES

CENTRIFUGAL DRYING AND DEGREASING
Machine Type SK 25 K SK 50 K SK 25 Y SK 50 Y
Capacity (Litre) 25 50 25 50
Inside Diameter 
(mm.) 415 445 415 445
Process Area 
Height (mm.) 200 200 200 200
Discharge Height 
(mm.) 360 370 360 370
Width (mm.) 645 710 645 715
Length (mm.) 650 720 650 720
Height (mm.) 920 985 920 985
Weight (kg) 140 160 140 160
Motor Cycle (rpm) 1500 1500 1500 1500
Centrifugal Cycle 
(rpm) 480 480 480 480
Motor speed (KW) 0,37 0,55 0,37 0,55
Heating Power (KW) 2 2 2 2
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50

TUB VIBRATORY MACHINES
Machine Models VM 20 Y GR VRM 150 Y VRM 375 Y LNR 2000 VM Y 2200 LNR 6500-A
Capacity (Litre) 20 150 375 450 2200 1330
Process Area 
Height (mm.) 235 480 570 594 985 594
Process Area 
Width (mm.) 170 365 500 448 1100 448
Process Area 
Length (mm.) 530 870 1500 2000 2200 6000
Width (mm.) 600 1149 1799 1074 4830 1370
Length (mm.) 1600 908 1191 1445 2350 7700
Height (mm.) 965 1095 1125 1610 1510 1910
Weight (kg) 200 496 1002 1730 4710 6350
Motor speed 
(rpm) 1500/3000 1500/3000 1500/3000 1500 1500 1500
Motor Power (KW) 0,93 1,1/1,5 4/6 6 22 30
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50

• Consumables
• Flexible Wheels
• Repairs
• Relines
• Subcontract Finishing
• Effluent Systems

Model shown: VRM 375 Y

Model shown: SK 50 K 

Models shown: ARS 25-WT500

Unit                 ARS 25 B60
Litre/Hour
Litre
KG
Bar
G
RPM
kW
kW
AC-V/Hz
Bar
MM
KG
-
-
-
-

Machine Type
Capacity
Water Tank Capacity
Sludge Container Capacity
Max. Clean Water Outlet Pressure
Separation Factor
Centrifugal Speed
Motor Power
Total Power
Voltage/Frequency
Dimensions (W x L x H)
Total Weight
Control Unit
Dosing of (Process) Chemicals
Disinfections
Filtration
Foam Removal
Ratio of Water Recycling

300
60
2,5
0,5
1800
4100
1,5
2,2
400/50
680 x 750 x 800
160
Semi-Automatic
Optional
Optional
Centrifuge Filter
Optional
95

These systems are 
produced to work with 
vibratory surface 
finishing machines, 
centrifugal surface 
finishing machines and 
barrel type machines 
as standard. As 
optional, it can also be 
prepared as a project 
for the waste water that 
occurs in different 
industries.

t +44 (0)1299 878123/4/5 info@sharmic.co.uke
Baldwin Road . Stourport-on-Severn Worcs. DY13 9AX

AND

 machines are
for components

have internal
lodgement areas that
prevent the
components from

 maize dried.
Y” version

machine is for
removing and draining

from components.

benefit from a comprehensive mechanical warranty and full on-site commissioning. 
free with all machinery supplied by ourselves.

These are generally
for the larger

component, or when
essential that

components are to
finished

separately by the use
dividers, to

minimise damage.

MACHINES WASTE WATER TREATMENT MACHINES

CENTRIFUGAL DRYING AND DEGREASING
Machine Type SK 25 K SK 50 K SK 25 Y SK 50 Y
Capacity (Litre) 25 50 25 50
Inside Diameter 
(mm.) 415 445 415 445
Process Area 
Height (mm.) 200 200 200 200
Discharge Height 
(mm.) 360 370 360 370
Width (mm.) 645 710 645 715
Length (mm.) 650 720 650 720
Height (mm.) 920 985 920 985
Weight (kg) 140 160 140 160
Motor Cycle (rpm) 1500 1500 1500 1500
Centrifugal Cycle 
(rpm) 480 480 480 480
Motor speed (KW) 0,37 0,55 0,37 0,55
Heating Power (KW) 2 2 2 2
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50

TUB VIBRATORY MACHINES
Machine Models VM 20 Y GR VRM 150 Y VRM 375 Y LNR 2000 VM Y 2200 LNR 6500-A
Capacity (Litre) 20 150 375 450 2200 1330
Process Area 
Height (mm.) 235 480 570 594 985 594
Process Area 
Width (mm.) 170 365 500 448 1100 448
Process Area 
Length (mm.) 530 870 1500 2000 2200 6000
Width (mm.) 600 1149 1799 1074 4830 1370
Length (mm.) 1600 908 1191 1445 2350 7700
Height (mm.) 965 1095 1125 1610 1510 1910
Weight (kg) 200 496 1002 1730 4710 6350
Motor speed 
(rpm) 1500/3000 1500/3000 1500/3000 1500 1500 1500
Motor Power (KW) 0,93 1,1/1,5 4/6 6 22 30
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50

• Consumables
• Flexible Wheels
• Repairs
• Relines
• Subcontract Finishing
• Effluent Systems

Unit                 ARS 25
Litre/Hour
Litre
KG
Bar

G
RPM
kW
kW
AC-V/Hz
Bar
MM
KG
-
-
-
-
-

Machine Type
Capacity
Water Tank Capacity
Sludge Container Capacity
Max. Clean Water Outlet Pressure
Seraration Factor
Centrifugal Speed
Motor Power
Total Power
Voltage/Frequency
Air Inlet
Dimensions (W x L x H)
Total Weight
Control Unit
Dosing of (Process) Chemicals
Disinfections
Filtrations
Foam Removal
Ratio of Water Recycling

300
60
2,5
0,5
1800
4100
1,5
2,2
400/50
-
680 x 750 x 800
160
Semi-Automatic
Optional
Optional
Centrifuge Filter
Optional
95

These systems are 
produced to work with 
vibratory surface 
finishing machines, 
centrifugal surface 
finishing machines and 
barrel type machines 
as standard. As 
optional, it can also be 
prepared as a project 
for the waste water that 
occurs in different 
industries.

info@sharmic.co.uke
9AX

warranty and full on-site commissioning. 

WASTE WATER TREATMENT MACHINES

DRYING AND DEGREASING
50 K SK 25 Y SK 50 Y

25 50

415 445

200 200

360 370
645 715
650 720
920 985
140 160
1500 1500

480 480
0,37 0,55
2 2

380/50 380/50 380/50

ATORY MACHINES
VRM 375 Y LNR 2000 VM Y 2200 LNR 6500-A
375 450 2200 1330

570 594 985 594

500 448 1100 448

1500 2000 2200 6000
1799 1074 4830 1370
1191 1445 2350 7700
1125 1610 1510 1910
1002 1730 4710 6350

0 1500/3000 1500 1500 1500
4/6 6 22 30

380/50 380/50 380/50 380/50

Consumables
Wheels

Subcontract Finishing
Systems

                ARS 25
300
60
2,5
0,5
1800
4100
1,5
2,2
400/50
-
680 x 750 x 800
160
Semi-Automatic
Optional
Optional
Centrifuge Filter
Optional
95
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               ARS 25-500
300
500
2,5
0,5
1800
4100
1,5
2,2
400/50
1600 x 775 x 1545
300
Semi-Automatic
Optional
Optional
Centrifuge Filter
Optional
95%

High/Low Sensors
pH Control
Stirrer

1000 Litre Tank

-
-
-
-

N/A
N/A
N/A
N/A

Optional
Optional
Optional

Included
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•   New and used vibratory finishing 
      machines and systems. 
      From 2 litres to 4000 litres capacity

•    Repairs and relines

•    Finishing media; Ceramic, Plastic, 
      Wood, Steel and Maizorb

•    Liquid/powder/paste compounds

•    Abrasive flexible finishing 
      wheels, discs, points, etc

•    Effluent water treatment systems 
      and dust extraction

•    Vibratory separator/sieving 
      machines, re-meshing service

•    Subcontract finishing and 
      industrial sieving services

•    Redundant machines purchased 

•    Consultancy

•    Experienced Engineers

•    After sales service

•    Nationwide and 
      International deliveries

SHARMIC SHARMIC 
FOR FAST, FRIENDLY, FOR FAST, FRIENDLY, 
PERSONAL SERVICEPERSONAL SERVICE

SHARMIC ENGINEERING LIMITED         
SURFACE FINISHING EQUIPMENT & CONSUMABLES

S o l u t i o n s  i n  f i n i s h i n g
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•   New and used vibratory finishing 
      machines and systems. 
      From 2 litres to 4000 litres capacity

•    Repairs and relines

•    Finishing media; Ceramic, Plastic, 
      Wood, Steel and Maizorb

•    Liquid/powder/paste compounds

•    Abrasive flexible finishing 
      wheels, discs, points, etc

•    Effluent water treatment systems 
      and dust extraction

•    Vibratory separator/sieving 
      machines, re-meshing service

•    Subcontract finishing and 
      industrial sieving services

•    Redundant machines purchased 

•    Consultancy

•    Experienced Engineers

•    After sales service

•    Nationwide and 
      International deliveries

SHARMIC SHARMIC 
FOR FAST, FRIENDLY, FOR FAST, FRIENDLY, 
PERSONAL SERVICEPERSONAL SERVICE

SHARMIC ENGINEERING LIMITED         
SURFACE FINISHING EQUIPMENT & CONSUMABLES

S o l u t i o n s  i n  f i n i s h i n g

88045 Sharmic folder_V3_Layout 1  20/03/2014  16:34  Page 1

-  Degreasing
-  Deburring
-  Descaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all processes can be performed
without risk of component contamination or
damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

Drying process temperature is automatically 
controlled by our revolutionary PID system which 
uses 30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW   

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6

12

18

18

24

DimensionsCapacity dm3     

10  

38

60

150

270

380

-  Degreasing
-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW   

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6

12

18

18

24

DimensionsCapacity dm3     

10  

38

60

150

270

380

-  Degreasing
-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW   

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6
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DimensionsCapacity dm3     

10  
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MACHINERY 
Vibratory Centrifugal & Tumbling



CIRCULAR VIBRATORY DRYING MACHINES
Machine Type VRM/VM125K VRM/VM250K VRM/VM500K VRM/VM800K
Capacity (Litre) 125 250 500 800
Polyurathane 
Thickness (mm.) PU SPRAY PU SPRAY PU SPRAY PU SPRAY
Steel Thickness 
(mm.) 6 6 8 10
Process Area 
Width (mm.) 242 320 410 470
Discharge Height 
(mm.) 760 870 1000 875
Width (mm.) 780 1025 1390 1660
Length (mm.) 890 1175 1500 1770
Height (mm.) 950 1100 1140 1088
Weight (kg) 280 430 1120 1770
Motor speed (rpm) 1500 1500 1500 1500
Motor Power (KW) 0,75 1,1 4 6
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50
Heaters (KW) 1,8 3 4,5 6

• Deburring
• Descaling
• Radiusing
• Cleaning
• Polishing
• Burnishing

CIRCULAR VIBRATORY
MACHINES

CIRCULAR VIBRATORY
DRYING MACHINES

CENTRIFUGAL DISC 
FINISHING MACHINES

Maize drying
machines, for rapid
drying and polishing
of components. These
machines are heated
and some are lined in
spray polyurathane.

CIRCULAR VIBRATORY MACHINES
Machine Type VRM/VM125 VRM/VM250 VRM/VM500 VRM/VM800 VRM/VM1000 VRM2000 VM4000
Capacity (Litre) 125 250 500 800 1000 2000 4000
Polyurathane 
Thickness (mm.) 20 20 20 20 20 20-30 20-30
Steel Thickness 
(mm.) 6 8 10 10 10 10 10
Process Area 
Width (mm.) 210 290 370 430 440 690 910
Inside Diameter 
(mm.) 700 970 1290 1560 1650 1841 2590
Discharge 
Height (mm.) 950 930 1030 1040 1235 1220 460
Width (mm.) 776 1100 1406 1700 1868 1960 2800
Length (mm.) 920 1250 1590 1895 1940 1960 2700
Height (mm.) 1050 1060 1235 1340 1395 1400 1585
Weight (kg) 272 490 1153 1900 2110 1980 3250
Motor speed 
(rpm) 1500 1500 1500 1500 1500 1500 1500
Motor Power 
(KW) 0,75 1,1 4 6 6 7,5 15
Voltage/Frequency
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50 380/50

CENTRIFUGAL DISC FINISHING MACHINES
Machine Type SM6 SM14 SM2X14 SM3X14 SM50-B SM50-C SM100R SM400
Capacity (Litre) 6 14 2x14 3x14 50 50 100 400
Polyurathane 
Thickness (mm.) 20 20 20 20 20 20 20 20
Steel Thickness 
(mm.) 8 10 10 10 10 10 10 10
Process Area 
Width (mm.) 310 280 2x280 3x280 425 425 585 940
Width (mm.) 570 1020 1500 3167 1180 950 1380 2020
Length (mm.) 836 1140 1140 1140 1365 1105 1380 2400
Height (mm.) 750 1600 1600 1600 1315 1530 1510 1910
Weight (kg) 84 150 300 450 385 303 790 1500
Motor speed 
(rpm) 3000 3000 3000 3000 1500 3000 1500 1500
Motor Power 
(KW) 0,25 1,1 2,2 3,3 3 3 4 15
Voltage/Frequency
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50 380/50 380/50

CIRCULAR VIBRATORY DRYING MACHINES
Machine Type VRM/VM125K VRM/VM250K VRM/VM500K VRM/VM800K
Capacity (Litre) 125 250 500 800
Polyurathane 
Thickness (mm.) PU SPRAY PU SPRAY PU SPRAY PU SPRAY
Steel Thickness 
(mm.) 6 6 8 10
Process Area 
Width (mm.) 242 320 410 470
Discharge Height 
(mm.) 760 870 1000 875
Width (mm.) 780 1025 1390 1660
Length (mm.) 890 1175 1500 1770
Height (mm.) 950 1100 1140 1088
Weight (kg) 280 430 1120 1770
Motor speed (rpm) 1500 1500 1500 1500
Motor Power (KW) 0,75 1,1 4 6
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50
Heaters (KW) 1,8 3 4,5 6

www.sharmic.co.uk t +44 (0)1299 878123/4/5 w info@sharmic.co.uke
Baldwin Road . Stourport-on-Severn Worcs. DY13 9AX

High speed centrifugal
machines are used for
the rapid surface
improvement of
components, generally
for small to medium
sized. Single or
multiple units can be
employed, or the
machine(s) can form
part of a fully
automated system.
Optional separating units are available for larger machines.

Vibratory bowl
machines are
manufactured in mild
steel and are
internally lined in cast
polyurathane. They
can be provided with
various options to
meet individual
requirements, these
options include,
variable speed
devices, PLC control

units, noise covers and compound metering units.

Internal unloading screens are changeable and are available in a variety of designs, to include undersized media screens, stepped
screens and stainless steel bar meshes. VM versions have curved bowls and high specification control panels with reverse motor facility.
VRM versions are straight sided bowls with simple control panels (no reverse motor facility).

Model shown: VRM225 ED-SR - KST

Model shown: VRM225K

Model shown: SM3X14
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•   New and used vibratory finishing 
      machines and systems. 
      From 2 litres to 4000 litres capacity

•    Repairs and relines

•    Finishing media; Ceramic, Plastic, 
      Wood, Steel and Maizorb

•    Liquid/powder/paste compounds

•    Abrasive flexible finishing 
      wheels, discs, points, etc

•    Effluent water treatment systems 
      and dust extraction

•    Vibratory separator/sieving 
      machines, re-meshing service

•    Subcontract finishing and 
      industrial sieving services

•    Redundant machines purchased 

•    Consultancy

•    Experienced Engineers

•    After sales service

•    Nationwide and 
      International deliveries

SHARMIC SHARMIC 
FOR FAST, FRIENDLY, FOR FAST, FRIENDLY, 
PERSONAL SERVICEPERSONAL SERVICE
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•   New and used vibratory finishing 
      machines and systems. 
      From 2 litres to 4000 litres capacity

•    Repairs and relines

•    Finishing media; Ceramic, Plastic, 
      Wood, Steel and Maizorb

•    Liquid/powder/paste compounds

•    Abrasive flexible finishing 
      wheels, discs, points, etc

•    Effluent water treatment systems 
      and dust extraction

•    Vibratory separator/sieving 
      machines, re-meshing service

•    Subcontract finishing and 
      industrial sieving services

•    Redundant machines purchased 

•    Consultancy

•    Experienced Engineers

•    After sales service

•    Nationwide and 
      International deliveries
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-  Degreasing
-  Deburring
-  Descaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all processes can be performed
without risk of component contamination or
damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

Drying process temperature is automatically 
controlled by our revolutionary PID system which 
uses 30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW   

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6

12

18

18

24

DimensionsCapacity dm3     

10  

38

60

150

270

380
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-  Discaling
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-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.
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temperature, with our revolutionary PID system:
30% less time and power.
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CIRCULAR VIBRATORY DRYING MACHINES
Machine Type VRM/VM125K VRM/VM250K VRM/VM500K VRM/VM800K
Capacity (Litre) 125 250 500 800
Polyurathane 
Thickness (mm.) PU SPRAY PU SPRAY PU SPRAY PU SPRAY
Steel Thickness 
(mm.) 6 6 8 10
Process Area 
Width (mm.) 242 320 410 470
Discharge Height 
(mm.) 760 870 1000 875
Width (mm.) 780 1025 1390 1660
Length (mm.) 890 1175 1500 1770
Height (mm.) 950 1100 1140 1088
Weight (kg) 280 430 1120 1770
Motor speed (rpm) 1500 1500 1500 1500
Motor Power (KW) 0,75 1,1 4 6
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50
Heaters (KW) 1,8 3 4,5 6

• Deburring
• Descaling
• Radiusing
• Cleaning
• Polishing
• Burnishing

CIRCULAR VIBRATORY
MACHINES

CIRCULAR VIBRATORY
DRYING MACHINES

CENTRIFUGAL DISC 
FINISHING MACHINES

Maize drying
machines, for rapid
drying and polishing
of components. These
machines are heated
and some are lined in
spray polyurathane.

CIRCULAR VIBRATORY MACHINES
Machine Type VRM/VM125 VRM/VM250 VRM/VM500 VRM/VM800 VRM/VM1000 VRM2000 VM4000
Capacity (Litre) 125 250 500 800 1000 2000 4000
Polyurathane 
Thickness (mm.) 20 20 20 20 20 20-30 20-30
Steel Thickness 
(mm.) 6 8 10 10 10 10 10
Process Area 
Width (mm.) 210 290 370 430 440 690 910
Inside Diameter 
(mm.) 700 970 1290 1560 1650 1841 2590
Discharge 
Height (mm.) 950 930 1030 1040 1235 1220 460
Width (mm.) 776 1100 1406 1700 1868 1960 2800
Length (mm.) 920 1250 1590 1895 1940 1960 2700
Height (mm.) 1050 1060 1235 1340 1395 1400 1585
Weight (kg) 272 490 1153 1900 2110 1980 3250
Motor speed 
(rpm) 1500 1500 1500 1500 1500 1500 1500
Motor Power 
(KW) 0,75 1,1 4 6 6 7,5 15
Voltage/Frequency
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50 380/50

CENTRIFUGAL DISC FINISHING MACHINES
Machine Type SM6 SM14 SM2X14 SM3X14 SM50-B SM50-C SM100R SM400
Capacity (Litre) 6 14 2x14 3x14 50 50 100 400
Polyurathane 
Thickness (mm.) 20 20 20 20 20 20 20 20
Steel Thickness 
(mm.) 8 10 10 10 10 10 10 10
Process Area 
Width (mm.) 310 280 2x280 3x280 425 425 585 940
Width (mm.) 570 1020 1500 3167 1180 950 1380 2020
Length (mm.) 836 1140 1140 1140 1365 1105 1380 2400
Height (mm.) 750 1600 1600 1600 1315 1530 1510 1910
Weight (kg) 84 150 300 450 385 303 790 1500
Motor speed 
(rpm) 3000 3000 3000 3000 1500 3000 1500 1500
Motor Power 
(KW) 0,25 1,1 2,2 3,3 3 3 4 15
Voltage/Frequency
(AC-V/Hz) 380/50 380/50 380/50 380/50 380/50 380/50 380/50 380/50

CIRCULAR VIBRATORY DRYING MACHINES
Machine Type VRM/VM125K VRM/VM250K VRM/VM500K VRM/VM800K
Capacity (Litre) 125 250 500 800
Polyurathane 
Thickness (mm.) PU SPRAY PU SPRAY PU SPRAY PU SPRAY
Steel Thickness 
(mm.) 6 6 8 10
Process Area 
Width (mm.) 242 320 410 470
Discharge Height 
(mm.) 760 870 1000 875
Width (mm.) 780 1025 1390 1660
Length (mm.) 890 1175 1500 1770
Height (mm.) 950 1100 1140 1088
Weight (kg) 280 430 1120 1770
Motor speed (rpm) 1500 1500 1500 1500
Motor Power (KW) 0,75 1,1 4 6
Voltage/Frequency 
(AC-V/Hz) 380/50 380/50 380/50 380/50
Heaters (KW) 1,8 3 4,5 6
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High speed centrifugal
machines are used for
the rapid surface
improvement of
components, generally
for small to medium
sized. Single or
multiple units can be
employed, or the
machine(s) can form
part of a fully
automated system.
Optional separating units are available for larger machines.

Vibratory bowl
machines are
manufactured in mild
steel and are
internally lined in cast
polyurathane. They
can be provided with
various options to
meet individual
requirements, these
options include,
variable speed
devices, PLC control

units, noise covers and compound metering units.

Internal unloading screens are changeable and are available in a variety of designs, to include undersized media screens, stepped
screens and stainless steel bar meshes. VM versions have curved bowls and high specification control panels with reverse motor facility.
VRM versions are straight sided bowls with simple control panels (no reverse motor facility).

Model shown: VRM225 ED-SR - KST

Model shown: VRM225K

Model shown: SM3X14
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• Polishing
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Maize drying
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machines are heated
and some are lined in
spray polyurathane.
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Height (mm.) 1050 1060 1235 1340 1395 1400 1585
Weight (kg) 272 490 1153 1900 2110 1980 3250
Motor speed 
(rpm) 1500 1500 1500 1500 1500 1500 1500
Motor Power 
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Voltage/Frequency
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Motor speed 
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High speed centrifugal
machines are used for
the rapid surface
improvement of
components, generally
for small to medium
sized. Single or
multiple units can be
employed, or the
machine(s) can form
part of a fully
automated system.
Optional separating units are available for larger machines.

Vibratory bowl
machines are
manufactured in mild
steel and are
internally lined in cast
polyurathane. They
can be provided with
various options to
meet individual
requirements, these
options include,
variable speed
devices, PLC control

units, noise covers and compound metering units.

Internal unloading screens are changeable and are available in a variety of designs, to include undersized media screens, stepped
screens and stainless steel bar meshes. VM versions have curved bowls and high specification control panels with reverse motor facility.
VRM versions are straight sided bowls with simple control panels (no reverse motor facility).

Model shown: VRM225 ED-SR - KST
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•   New and used vibratory finishing 
      machines and systems. 
      From 2 litres to 4000 litres capacity

•    Repairs and relines

•    Finishing media; Ceramic, Plastic, 
      Wood, Steel and Maizorb

•    Liquid/powder/paste compounds

•    Abrasive flexible finishing 
      wheels, discs, points, etc

•    Effluent water treatment systems 
      and dust extraction

•    Vibratory separator/sieving 
      machines, re-meshing service

•    Subcontract finishing and 
      industrial sieving services

•    Redundant machines purchased 

•    Consultancy

•    Experienced Engineers

•    After sales service

•    Nationwide and 
      International deliveries
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-  Degreasing
-  Deburring
-  Descaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all processes can be performed
without risk of component contamination or
damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

Drying process temperature is automatically 
controlled by our revolutionary PID system which 
uses 30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:

VP/HA    AUTOMATIC VIBRATING WASHING SYSTEM

CASES

VIBRATORY FINISHING TECHNOLOGIES2

VP/HA 10

VP/HA 40

VP/HA 60

VP/HA 150

VP/HA 270

VP/HA 380

     

A

490

670

930

1140

1380

1560

     

B

800

800

900

1000

1100

1250

     

C

120

160

225

270

320

360

Motor KW   

 

0,35

0,55

0,73

1,5

2,5

3,5

Heating KW  

 

3

6

12

18

18

24

DimensionsCapacity dm3     

10  

38

60

150

270

380

-  Degreasing
-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.

Revolutionary multipurpose vibrating machine, able to perform:
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-  Deburring
-  Discaling
-  Pickling
-  Polishing
-  Soaping
-  Drying with hot air suction

In a single unit all types of processes can be 
performed without risk of component 
contamination or damage.

Capacity from 10 up to 400 dm3 / hour.

With VP/HA system, drying is achieved by
suctioning hot air through the vibrating
components: this system perfectly dries even
the most complex components without stains 
or dust.

The drying process is automatically controlled by
temperature, with our revolutionary PID system:
30% less time and power.
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MACHINERY 
Vibratory Centrifugal & Tumbling


